
Vaccum Sea lers
for Microarr ays  Ap pli cat ions

TM

Pr int ed or al re ady hybrid ized arr ays as w ell as 
re ady-to-spot mi cro arr ay slides  sho uld be pr oper ly 
pac kaged  to  avoid con t ami nation  by ambi ent  air and 
dus t.

The amp li VAC !  ra nge of  vacuum se alers m akes  thi s 
opera t ion e asy and  fast.

amp li VAC !  compact  dim ens ions al low to  ea sily fit in 
both  biology labs or c lean ro om b iochip pr oduc ti on 
fac ilit ie s.

Benefits

High quality packaging for mic roarray 
applications
Extended shelf lif e of  microa rr ay slides
Prevention of ozon e fading of dyes

Effective and long-term  pro tection  of pri nted 
arrays  fr om ambient contamination, dust, 
humidity  and light
Excellent s hipping prot ect ion

Key Features

Ultra-fast va cuum p ackaging (1 5 se conds)
Fully automatic programmable vaccum
pump ing - gas injection -  sealing steps
User friendly d igital control panel
High quality low maintenance v acuum p umps
Inert gas injection opti on
Pump offset available for clean-room fac ilities

Capable of sealing without vacuum
Compact  bench t op or floor mobile  mo dels 
available
Stainless -steel cham ber and housing
Aluminium po uches speciall y selected for 
mic roarr ay packaging
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Place the pouch w ith the  slide box into 
AmpliVac©s chamber

2 - Close gently the lid and  wait unti l automatic 
opening (1 5  seconds)

3 - Retr ieve vacuum -sealed pouch

ampli VAC
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Wid e ra nge  of s eale r s co veri ng  di ffer ent needs

AmpliVac M ini AmpliVac MobileAmpliVac ProAmpliVac

Seale r op ti ons

Gas in jection - AmpliVac !  Pro and AmpliVac!  Mobile 
can be fitte d w ith a s pecial gas in jection inlet. This 
allows filling the pouch with an iner t g as (nit rog en, 
argon, etc.) which i s necessary for som e special or  
sensitive applications.

Pump  Off set - For c lean-room areas, 
AmpliVac !   se alers  can be supplied w ith 
an exte rna l pump th at c an be placed in t he 
techn ical area, outside  th e clean-room .

Product Specifications

Ampl iVac 
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Capacity pump (m3 / h)

External  dimensi ons W xDxH (cm)

Chamber dimensions W xDxH (cm)

Sealing bar length, cm

Typical cycle time, sec

Number of digital pro gram s

Number of 3.5mm wide seals

Gas in jection Option

Pump Offset Opt ion
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Ord erin g i nfo rmation

Pro duct n um ber

5AV02

5AV03

5AV04

5AV04- G

5AV04 -P

5AV04 -PG

5AV05

5AV05- G

5AV05 -P

5AV05 -PG

5AV-ALU150200

Designation

AmpliVac M ini

AmpliVac

AmpliVac Pro

AmpliVac Pro

AmpliVac Pro

AmpliVac Pro

AmpliVac Mobile

AmpliVac Mobile

AmpliVac Mobile

AmpliVac Mobile

Aluminium foil pouch, 150x200 mm, lot  of 1000

Gas injecti on
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Pump Off set

·
·

·
·


